Guild of Gas Fitters Operatives 1

“Trace and Repair”

Gas Pipework:

stoichiometry

Type, Copper, Steel, PE, Trac Pipe

No Lead, no plastic pipework 400Cmelting, solder, threaded, compression, PE outside, Metal inside fire proof. No dissimilar metals in clippingor pipework. 
Main Earth Bonding downstream 600mm, Temp Bonding

Before the first T or branch, seperation min 25mm/50mm for over 35mm Arinsulation ID, gas/electric supply 150mm apart. Temp bonding Clamp UD/DU, LR/RL, never both together 

Adequate Size for Installation

Up to 35mm2, branch sizes, under sizing, U6 0.008m3 , U16, 0.025m3, 170kW.

Adequate Clipping arrangement

Distances Horizontal, Vertical distances, Closed to secure pipe.

Location round dwelling inside, outside

Outside Pipe runs not in line with Flues, not in risers, firestops, H Vents table.

Protection of pipework in dwelling.

Through walls Sleeved, sealed, corrosion protection. Accessable ECV.
Appropriate fittings throughout, BS, 1986 act

From meter to the appliances isolation has a stop for closed, water is 360deg.

No open ends, Speedfit, compression joints

Isolation valve, Restrictor not capped off, all visible, plastic capoff.

Flexible Pipe not flued appliances

Not permitted on fixed flues, flueless cooker, tumble dryer for cleaning, host type AR!!

Pipework Air Test for tightness, IGE/UP/1B.

Sample Frame, Coupler-backnut repair no new fitting, Parallel/Tapered thread, Hemp, 
Installation Tightness Testing, gas containment

IGE/UP/1B, 4-minute test let-by/leaks. LDF joints, 1mb max drop, MOP lockup controls, Test valve missing NG, remove handle after test, 

Pipework coating after installation completion

Not to be done before tightness testing

System Purge removing air from the system

Meter PV U6/E6/G4 28mm, Metric 0.01m3, Imperial 0.355, 3 ½ divisions, 5 x 0.071 cyclis. >0.02 flame off. U6/G4 >28mm 0.01+1.5 x pipe IV, E6 >28mm 0.0036+1.5 x pipe IV. U16/G10 0.03+1.5 x pipe IV.G10 PV 0.05m3
Pressures round the System

Standing, Working, Burner Pressure, Losses, Gas Rete.

