Guild of Gas Fitters Operatives

“Look at what you see”

Ventilation:

Required for Life, POC and complete combustion.

Vents provide natural circulating airflow dwelling, high/low, same pressure.

No cross vents pressure difference.
Checking, requirements can be overlooked easily. 

Subconcious skips as we are breathing ok, redherring.
Nighttime doors closed fire on, poor ventilation.

CO2 level rises. Daytime has pleanty of airchange, visitors, etc.

Total Property requirements, Meter delivery kW.

Domestic G4/U6 delivery 64kW x 5 cm2 = 320cm2 vent.
Adventitious air, draughts doors/windows.

Modern property no adventitious, perminant air vent.

Ventilation requirements for appliances.
Open Flue, RoomSealed, Flueless and vertix, 39cm2/kW.

Material, plastic, aluminium, brass, Terracotta.

Non-closeable, bendable, restricted, blockable. 

High and Low vents ensuring air circulation.

Ratoi 1: 2 for H/L to outside, inter room, compartment.

Direct to outside ventilation, high, low size.

Basic 5cm2  /kWG for high and low, O/F appliance.

Inter compartmental and room ventilation.

Basic to outside and add 50% once only to the inner vents. No adventitous.
Additional ventillation for spillage.

After repeated test open window if cure investigate and fix,

No issue measure gap and fit permanent vent.

Appliance ventillation considerations

Removing partition wall, two fires, IFE, 100cm2 , room sealer 10/10 cm2 .

O/F larger vents H10 cm2, L20 cm2, Outside 5 cm2
