Guild of Gas Fitters Operatives

“See what you are looking at”

Flueing:

Required to remove the products of combustion

O/F strait, external cold insulation, no 90, Correct size, types, outside chimney war floor area, chimney lined, length/temperature/diameter poc removal. Terminal above roof, clearance, route and angles, thermal gradient,
POC is a silent killer, replaces oxygen in blood.

Non Contact, Symptoms sleepy, headaces, nausia, %/Life condidtions.
CO consentrations for symptomes of exposure.
0.1-2% drowsey, 0.2-5% nausea, 0.4-4% coma.

Types, Chimney, lined, Precast, Flexible, Twin.

Older being chimney sweeped certificated, dangerous, solid fuel to gas. Lining of External is 10m,int 12m, Flue pipe TW to 3m, SW not allowed outside. Poured concrete in old only. DD Diverter. Brick 92Dm3, top 221 x 224mm, L <3m. No terminal.

Terminals for the respective fluing systems.

Range to suite, slabbing 1200cm2, terracotta, and aluminium, capping pot. 

Terminal guard on roof, below 2m and in lofts.

Prevent falling birds, contact, 10mm2 gaps.
Gutter protection, metal plate, distance gap

Eve protection plate prevents gutter melting, 5mm.
Single and multi fluing systems, Se and U Duct.

Accomodating the correct appliance and situations.
Flue testing, flue flow, spillage, spiggot restrictors.

Flue pull on appliance, restrictor, flame lift, blockage, 50cm. Depressurisation, neg pressure, sucks POC back, other O/F, passive stack.

Sealing material for block fixing, snotting, mortar

Silicone sealant thermal, mortar disintrigates, cutting offset.
Maximum diameter for a terminal is 175mm 
Over 175mm  opening requires terminal. Square has drag. 16500 SQ, 12000 Rnd.
Catchment space under spiggot, 2L-DM3/12L-DM3
Minimum/maximum catchment volume, flame liftoff.
Appliance flues, Types, materials and sealing.

O/F type ND B1x, closed flue fan B2x, C1 ND, R/S C12/13 Fanned flue, 

C22 Neg P out, C23 Positive Pressure cold air in. Plastic flueing sealed upto the appliance and push fit for servicing. Positive Pressure Must be on full, check seals, cold mirror, match flickering flame. C2 duct, C3 duct, C4/C2 U duct. Se duct. C7 Vertix.

Balanced compartment low 300mm. 

